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MA-ERA381-H43-1A 

Description 

The MA-ERA381-H43-1A is a high SNR and high AOP 
differential output bottom port MEMS microphone,  
consists of a dual back-plate MEMS sensor and a low 
noise level ASIC. 
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Fig. 1 Microphone block diagram 

 

Key Features Typical Applications 

 3.35x2.5x0.98mm Bottom Port 

 Differential Output 

 Narrow Sensitivity +/-1dB 

 High SNR of 66dBA 

 High AOP of 137dBSPL 

 RF Shielded 

 Compatible with Standard SMD Reflow Technology 

 RoHS Compliance & Halogen Free 

 Mobilephones       

 Wireless Headsets 

 Smart Speakers 

 Wearable Electronics 

 Portable Electronics 

 Smart Home Electronics 

 

Maximum Ratings 

Stresses at the maximum ratings shown in Table 1 may cause permanent damage to the device. These are 
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MA-ERA381-H43-1A 

Electro-Acoustic Specifications 

Table 2 Electrical Specifications 

Test condition: +25±2℃, 60%～70% RH, 86~106Kpa, Vdd=2.75V, no load, unless otherwise specified. 

No. 
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MA-ERA381-H43-1A 

Performance Curves 

  
Fig.2 Frequency response curve normalized to 1KHz               Fig. 3 Sensitivity vs Operating Voltage 

  
Fig. 4 Typical THD vs Sound Pressure Level                Fig. 5 Typical Current vs Operating Voltage 

  

Fig. 6 Linearity                                        Fig. 7 Typical PSRR curve 
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MA-ERA381-H43-1A 

Measurement System Setup 

Test signal: Sinusoid, Sweep, 

Step: 1/12 octave 

 Fig. 8 Measurement System Setup 

 

DUT MIC 

B&K 3560C 

Transfer data through transmission line 

Output Input 

2716C-001 

Audio amplifier 

Turn-table controller 
Anechoic  

chamber 

B&K4191 L001 

Free field 1/2 inch MIC 

Tannoy Speaker Free field 50cm 

Converter 
Board 



 

www.ge
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MA-ERA381-H43-1A 

Mechanical Specifications 

BOTTOM VIEW TOP VIEW

3-0.53 2-0.25

3-0.73

4-0.152-0.21
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Visible Marking

2D Barcode
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Unit：mm  Unmarked Tolerance: ± 0.1 (mm) 

Fig. 11 Dimension 

 

 

Note:  

 All Ground Pin must be connected to the ground in end application 

 Identification Marking 

Y: Year   WW: Week   ○: Polarity sign   

T: GETTOP   XXX: Serial Number   

     

 

 

Item Dimension Tolerance 

Length 3.35 ±0.1 

Width 2.5 ±0.1 

Height 0.98 ±0.1 

Acoustic Port 0.25 ±0.05 

PIN Definition Description 

1 VDD Power Supply 

2 Output- Negative Output 

3 Output+ Positive Output 

4 GND Ground 

2D Barcode 
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MA-ERA381-H43-1A 

Reliability Specifications 

After conducting any of the following tests, the sensitivity change of DUT shall be less 
than ±3dB from its initial value unless otherwise noted, and shall keep its initial 
operation and appearance. 

Table 3 Reliability Specifications 

No. Item Test condition 

1 Preconditioning 

24 hour bake at 125°C, followed by 168 hours at 85°C, 85%RH, 

followed by 3 passes solder reflow 

only for the following three tests: 

High Humidity &High Heat operating Test 

High Humidity &High Heat operating Test 

Thermal Shocking Test 

2 Hi-Temperature Storage Test 105±3℃,1000h,recover for two hours 

3 Hi-Temperature operating Test 105±3℃, under upper limit bias,1000h,recover for two hours 

4 Low-Temperature storage Test -40±3℃,1000h, recover for two hours 

5 
Low-Temperature operating 

Test 
-40±3℃, under upper limit bias,1000h,recover for two hours 

6 
High Humidity &High Heat 

operating Test 

85±3℃, 85%RH, under upper limit bias, 1000h,recover for two 

hours, there should be no corrosion and deformation inside of 

microphone after testing 

7 
High Humidity &High Heat 

operating Test 

65±3℃, 95%RH, under upper limit bias, 168h,recover for two 

hours ,there should be no corrosion and deformation inside of 

microphone after testing 

8 Thermal Shocking Test 
Double-Case Method, -40℃ for 15mins→125℃ for 15 mins, 100 

cycles, recover for two hours 

9 Vibration Test
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MA-ERA381-H43-1A 

12 ESD Test 1 

a. HMB 

Discharge Position:         I/O pins 

Charge Voltage:            ±3000V 

Discharge Network:         100pF & 1500Ω 

b. CDM  

Discharge Position:         I/O pins  

Charge Voltage:            ±250V 

13 ESD Test 2 

The tests are performed acc. to IEC61000-4-2 level 3:  

a. Contact Discharge 

Discharge Position: Output of Microphone 

Charge Voltage:±6000VDC 

Discharge Network:150pF & 330Ω 

b. Air Discharge  

Discharge Position: Sound Hole 

Charge Voltage:±8000VDC 

Discharge Network:150pF & 330Ω 

14 Structure Shock Test 
10000g, Duration: 0.1ms, each 3 shocks for X/Y/Z 3 axes, The 

sensitivity change should be less than 1dB after testing 

15 Reflow 
3 reflow cycles with peak temperature of +260℃ according to reflow 

profile 
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MA-E
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MA-ERA381-H43-1A 

Outer carton

1 Reel

10 Reels

MBB(Moisture Barrier Bag)
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MA-ERA381-H43-1A 

Application Design Suggestions 

Recommended PCB and Stencil Design Pattern 

 

3-0.73
4-0.15

PCB hole see note0.95
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0.95
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0.78
1.55

0.25

4-(0.12~0.15)

 

  Example Land Pattern                              Example Solder Stencil Pattern 

     Notes: 

 Dimensions are in millimeters unless otherwise specified. 

 Tolerance is ±0.1mm unless otherwise specified. 

 The recommended non-plated hole diameter of PCB is 0.4-0.8mm. 

Temperature Profile during Reflow Process 

Table 4 Temperature Profile during Reflow Process 

Parameter Reference Specification 

Average Ramp Rate TL to TP 3°C/sec max 

Preheat 

Minimum Temperature TSMIN 150°C 

Maximum Temperature  TSMAX 200°C 

Time TSMIN to TSMAX tS 60 sec to 180 sec 

Ramp-Up Rate TSMAX to TL 1.25°C/sec 

Time Maintained Above Liquidous tL 60 sec to 150 sec 

Liquidous Temperature  TL 217°C 

Peak Temperature  TP 260°C 

Time Within +5°C of Actual Peak Temperature tP 20 sec to 40 sec 

Ramp-Down Rate TP to TSMAX 6°C/sec max 

Time +25°C (t25°C) to Peak Temperature  8 min max 
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MA-ERA381-H43-1A 

 

 

 

Fig. 13 Reflow Profile 

Additional Notes： 

 After the initial reflow, the MIC shall be resumed to room temperature if more reflow is needed.  

 No more than 3 times reflow is recommended. 

 Do not board wash by liquid or ultrasonic after the reflow process. 

 Do not pull a vacuum over port hole of the microphone. 

 Do not insert any object in port hole of device at any time. 

 Suggest SMT the microphone atlast time if double side PCBA used. 

 Do not seal sound port during reflow . 

 If there is any leakage risk, the peak temperature should be set to less than 240°C or more than  

255°C. 
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MA-ERA381-H43-1A 

Recommended nozzle for reflow MIC 

External diameter is Φ1.8mm 
     Inside diameter is Φ1.2mm 

1.2

1.8

Pick-Up
Area

0.300.30  

                         Fig. 14 Recommended nozzle for reflow MIC and Pick-up Area 

Special Cautions 

Air Rifle Cleaning Restriction 
Do not bring air rifle to the port hole directly. 
Recommended Condition: 

Air pressure < 0.3MPa; 
Distance> 5cm; 
Time<5 sec 

Package 



 

www.gettopacoustic.com                                                                        68 Fengshan Road, Fangzi District, Weifang, Shandong, China 
14 

MA-ERA381-H43-1A 

Specification Revisions 

Date Version Description 

11-10-2024 V1.0 Initial Release  

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

 
 


