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MD-DRA371-H10 

Table 4 Electrical Specifications 

 Test condition: +25±2℃, 60%～70% RH, 86~106Kpa, no load, unless otherwise noted.  

Symbol Description Min. Typ. Max. Units 

VDD Supply Voltage 1.6 1.8 3.3 V 

FCLK Clock Frequency 

Standby Mode   320 KHz 

Low Power Mode 450 768 850 KHz 

Normal Mode 1.2 2.4 3.3 MHz 

Data Format  1/2 Cycle PDM 

Directivity  Omni-directional 

Polarity Increasing sound pressure Increasing density of 1’s 

ISC Shortcircuitcurrent,Grounded DATA 1  20 mA 

CLOAD Load capacitance   200 pF 

Reset time 
Time to start up in anymode after VDD has 
been off for more than10ms, while CLOCK 
remained on 

  20 ms 

Start-up time Start-up into normal mode or LP mode    20 ms 

Mode-switch time Mode-switch Normal mode to LP mode or LP 
mode to Normal mode   20  ms 

 

Table 5 Digital input—output specifications  

Parameter Symbol Min. Typ. Max. Unit Note 

Clock duty cycle  45  55 %  

Operation Voltage VDD 1.6  3.3 V  

Input Logic Low Level VIL -0.3  0.28×VDD V  

Input Logic High Level VIH 0.65×VDD  VDD+0.3 V  

Hysteresis width Vhys 0.08   V  

Output Logic Low Level VOL   0.3×VDD V  

Output Logic High Level VOH 0.7×VDD   V  

Clock rise time tCR   13 ns  

Clock fall time tCF   13 ns  

Delay time for DATA driven tDD 28   ns  

Delay time for data valid tDV   100 ns  

Delay time for data high Z tHz 14  26 ns  
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MD-DRA371-H10 

Table 6 L/R Channel Configuration 

Channel L/R pad connection DATA driven Data high Z 

DATA1 GND CLK falling edge CLK rising edge 

DATA2 VDD CLK rising edge CLK falling edge 

CLOCK

DATA1

DATA2

DATA
Valid

HIGH Z DATA
Valid

DATA
Valid

DATA
Valid

HIGH Z

HIGH Z HIGH Z

tCF tCR

tDV tDH

tDH tDD

tDD

tDV
(L/R=GND)

(L/R=VDD)
 

Fig. 2 Recommended timing diagram 
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MD-DRA371-H10 

Performance Curves   
 All curves are tested under 1.8V,2.4MHz unless otherwise noted. 

  

Fig. 4 Normal mode FR normalized to 1kHz                Fig.5 Low power mode FR normalized to 1kHz 

   
Fig. 6 Typical THD vs Sound Pressure Level         Fig. 7 Typical Current Consumption curve 

  
            Fig. 8 Linearity                            Fig. 9 Sensitivity vs operating voltage 
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MD-DRA371-H10 

Measurement System Setup 
 Test signal: Sinusoid, Sweep, 
 Step: 1/12 octave 

 Fig. 10 Measurement System Setup 

 

DUT MIC 

B&K 3560C 

Transfer data through transmission line 

Output Input 

2716C-001 
Audio amplifier 

Turn-table controller 
Anechoic  
chamber 

B&K4191 L001 
Free field 1/2 inch MIC 

Tannoy Speaker Free field 50cm 

DA 
Converter 
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MD-DRA371-H10 

Typical Application Circuit 

L/R

L/R

VDD

DATA2 MIC

DATA1 MIC

CLOCK

DATA

DSP

GND

VDD

GND
CLOCK

DATA

DSP

VDD

L/R

GND

DATA1

Dual MIC Single MIC

0.1uF

GND

GND

0.1uF

0.1uF

GND

 

Fig. 11 Recommended interface circuit 

Note1: A 0.1uF ceramic type decoupling capacitor is strongly recommended for every microphone 
and it should be placed as close to the VDD pad to reduce the noise on power supply; 
The trace connected to each pad of capacitor should be as short as possible, and should stay on 
one layer of PCB without via. For the best performance, recommend to place the capacitor 
equidistance from power and ground pins of microphone, or slightly closer to the power pin if space 
not allowed. System ground should connect to far side of the capacitor, as shown in fig.12. 

 
Fig. 12 Recommended Power Supply Decoupling Capacitor Layout 

Note2: Do not use a pull-up or pull-down resistor on the PDM data signal line, because it can pull 
the signal to an incorrect state during the period that the signal line is restarted. 
Note3: When long wire is used to connect the CLK of codec and microphone, a 50~100 Ω resistor 
should be placed near the codec to reduce signal over-shoot or ringing. 
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MD-DRA371-H10 

12 ESD Test 1 

a. HMB 
Discharge Position:         I/O pins 
Charge Voltage:            ±3000V 
Discharge Network:         100pF & 1500Ω 
b. CDM  
Discharge Position:         I/O pins  
Charge Voltage:            ±250V 

13 ESD Test 2 

The tests are performed acc. to IEC61000-4-2 level 3:  
a. Contact Discharge 
Discharge Position: Output of Microphone 
Charge Voltage:±6000VDC 
Discharge Network:150pF & 330Ω 
b. Air Discharge  
Discharge Position: Sound Hole 
Charge Voltage:±8000VDC 
Discharge Network:150pF & 330Ω 

14 Structure Shock Test 
10000g, Duration: 0.1ms, each 3 shocks for X/Y/Z 3 axes, The 
sensitivity change should be less than 1dB after testing 

15 Reflow 
3 reflow cycles with peak temperature of +260℃ according to reflow 
profile 
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MD-DRA371-H10 

Packaging Details 
* Use ESD reel and tape for microphone packaging. 
* Anti-static measures should be applied during packaging operation. 

SOUND PORT
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MD-DRA371-H10 

Outer carton

1 Reel

10 Reels

MBB(Moisture Barrier Bag)

…p

�)�R�D�P

�)�R�D�P

�)�R�D�P����

T ape and Reel

 φ

330

mm 

4

,

5

00PCS×1=4

,

5 00PCS

 

Shipping B

ox 215mm*370mm*370mm 

4

,

5

00PCS×

10

=

45

,000PCS
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MD-DRA371-H10 

Application Design Suggestions 

Recommended PCB and Stencil Design Pattern 

1.68

4-0.40

2-0.30
2-1.0

2-1.7

4-0.70

1.20

2.00

PCB hole see note
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MD-DRA371-H10 

 

 

Fig. 15 Reflow Profile 

Additional Notes： 

 Mic should cool to room temp before next flow cycle if more reflow is needed.  
 No more than 3 times reflow is recommended. 
 Do not board wash by liquid or ultrasonic after the reflow process. 
 Do not pull a vacuum over port hole of the microphone. 
 Do not insert any object in port hole of device at any time。 
 Suggest SMT the microphone at last time if double side PCBA used. 
 Do not seal sound port during reflow . 
 If there is any leakage risk, the peak temperature should be set to less than 240°C or more than  

255°C. 
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MD-DRA371-H10 

Recommended nozzle for reflow MIC 
External diameter is Φ1.8mm 

     Inside diameter is Φ1.2mm 

1.2

1.8

           

Pick-Up
Area

0.300.30  
Fig. 16 Recommended nozzle for reflow MIC and Pick-up Area 

 
` 

Special Cautions 

Air Rifle Cleaning Restriction  
Do not bring air rifle to the port hole directly. 
Recommended Condition: 

Air pressure < 0.3MPa;  
Distance > 5cm; 
Time < 5 sec. 

Package 
Do NOT vacuum seal unused material for storage. Vacuum Sealing can cause mic damage.  

Storage  
The component needs to meet the requirement of MSL(Moisture Sensitivity Level) class 1. 
Please keep MICs in warehouse with humidity less than 75% and without sudden 
temperature change, acid air, and any other harmful air or strong magnetic field. 
Please protect products against moist, shock, sunburn and pressure. 
Please take proper measures against ESD in the process of assembly and transportation. 
Please use the shipping package for long-term storage. 

Discard    
For microphones to be wasted, customer shall follow the regulation of Waste Electrical and 
Electronic Equipment (WEEE) Directive (2002/96/EC). 
 
 

Notes: More application suggestions can be found in the latest “MEMS Microphone Application Notes”. 
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MD-DRA371-H10 

Specification Revisions 

Date Version Description 

09-20-2023 V1.0 Initial release 

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

 


